
Lot Machine Brand YOM Dimensions Properties

#4904 Cut-to-Length F&P + Other 2005
1,5 - 5 mm thickness, 2000 (2200) 

mm width

STOP/START LINE, material thicknesses from 1.5 to 5mm, Stainless steel 

304/316 with resistance: 60 Kg/mm2, Max line speed:10m/minute, Decoiler 

capacity max:15 Ton, Coil ID 480-530mm, Coil OD max. 1500mm

#4916 Cut-to-Length Sabila 0,7 - 4 mm thickness, 1500 mm width

1500mm x 4mm / 20ton, Flying shear type    - speed: 14m / minute, 

Installed & Under power, Line footprint: about 20m x 10m, Decoiler, Coil loading 

saddle, Peeler station, Straightener, Flying shear, Evacuation table, Sheet 

stacker, Electrics, 

#4964 Cut-to-Length Salico

Built, installed: 

1993/1994, 

modified: 2000

2000 mm width x 6mm thickness

Hot Rolled Steel, Rotary Shear Type Line, min coil width 500mm

min material thickness .8mm, Top line speed: 80m / minute, 30ton decoiler, 

3m x 2 magnetic sheet stacker, Sheet length: 500mm to 6.000mm, 

Non-stop operation when making max. 3m long sheets, Line direction left to right

400V/50Hz, Dismantled, warehoused

#3613-4
Slit Coil 

Packaging Line
FIMI

For:Aluminium,Galv. Steel,Prepainted 

Steel, Max 100m/min the slitting line 

speed

Max. slit coil weight:4ton, Slit coil width:25-450mm, Max. slit coil stack 

height:1000mm, Slit Coil ID:500-610mm, Slit Coil OD:800-1600mm

#3611 Slitting Line Sacma 0,5 - 3 mm thickness, 1300 mm width
Min strip width:30mm, Speed:100m/min,10ton Decoiler, Recoiler and Coil Loading 

Car, EntrCol ID:508mm,Exit Col ID: 508mm,Dismantled

#3631 Slitting Line Novastilmec 0,2 - 3 mm thickness, 870 mm width

Completely re-manufactured with brand new power cabinets, control panels, PLC, 

HMI; 1-year guarantee, min. coil width: 160mm, max. 6 cuts at 2.5mm thickness 

S.S.; 4 cuts at 3.0mm

#3451 Slitting Line Novastilmec
0,5 - 3,5 mm thickness, 1500 mm 

width

Speed:120m/min, Mat: Cold Rolled,Pickled,Galvanized Steel,  Coil Max.Weight 

Entry/Exit:18 Ton/15 Ton, Min/ Max Entry Coil ID: 475mm-525mm, Exit Coil ID: 

508mm,

#4362 Slitting Line Guida 1993/2008 5 - 14 mm thickness, 750 mm width

Pull-Thru Type Line, built: 1993 / revamped: 2008 (By FIMI), Left to Right, 

Minimum process material thickness 5mm, 12.5Ton, 

25m / minute

#4380
Slitting Line (Mill 

Duty)
LDM 2006 0.2 - 4 mm thickness, 600 mm width

300m / minute, Dual Slitter Head, Direction: left to right, Completely revamped, , 

Coil weight max.8 ton

#4357 Slitting Line FIMI 0,3 - 3 mm thickness, 1000 mm width

150m / minute, 15ton Decoiler & Recoiler, direction: left to right, 

Lot of tooling, for material thickness range : mm .3 ÷ 3, with tensile strength : 

N/mm² 450; aluminium, carbon steel, electric steel, galvanized and prepainted 

steel, stainless steel, Dual Head

#4906 Slitting Line F&P + Other 2021 2 mm thickness, 1620 mm width

Never Used , Disassembled/Warehoused , Immediate delivery , Line speed max. 

120m / minute , Minimum material thickness .4mm , Suitable for: carbon steel, 

prepainted materials, aluminium.

#4908 Slitting Line F&P + Other
revamped    

2016
5 mm thickness, 1550 mm width

Line revamped by us in 2016 with new parts added: 800mm x 800mm scrap baler, 

100kW A.C. , Scrap-overtaking table, Strip tensioning pinch rolls, Deflector unit 

and burr planishing roll, 

Turnstile motorization, New electrics & Control Panel, Siemens, Control 

Techniques, Safety guarding to CE

#4965 Slitting Line BONAK 1550 mm width x 6 mm thickness

INSTALLED AND IN SERVICE, Line for hot and cold rolled steel, 500-1550mm x 

.5-6.0mm,  with interchangeable slitter head (by overhead crane), 

R = 45/50 kg/mm2, elastic limit = 35 kg/mm2,  Slitter tooling inclusive, 

Speed max: 120m / minute up to a 2.9mm material thickness; 60m / minute with a 

3mm to 6mm material thickness  , 25ton Decoiler & Recoiler, 

#4863 Slitting Line STAM 2004 1600 mm width x 7 mm thickness
Coil Width: 250mm to 1600mm, .5mm to 7.0mm material thickness   - St 430--

510, 30ton max. coil weight, 100m / minute, 4 Arm Tool Changer

#4911 Slitting Line SA.MO.+MINO 1985 3 mm thickness, 1800 mm width

For: hot and cold rolled, pickled steel, Direction right to left, 300m / minute with 

material thickness up to 1.99mm, 150m / minute with material thickness 2mm to 

3mm, Material thickness: .6mm to 3mm, 

Line footprint 16m x 17.5m

USED & NEVER USED LINES: FOR METAL SHEET PROCESSING


